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CENERAL _NOTES

THE THICKNESS OF BITUMINOUS MIXTURES SHOWN ON THE PLANS IS THE
NOMINAL THICKNESS. DEVIATIONS FROM THE NOMINAL THICKNESS WILL
BE PERMITTED WHEN SUCH DEVIATIONS OCCUR DUE TO IRREGULARITIES
IN THE EXISTING SURFACE OR BASE ON WHICH THE BITUMINOUS MIXTURE
IS .PLACED.

AGGREGATE (PRIME COAT): FA 20 MAY BE USED IN ADDITION TO THE
GRADATIONS LISTED IN THE 3RD PARAGRAPH OF ARTICLE 1003.03(c) OF
THE STANDARD SPECIFICATIONS.

THE ENGINEER WILL BE THE SOLE JUDGE CONCERNING CURING TIME FOR
THE VARIOUS BITUMINOUS LIFTS.

WHERE SECTION OR SUBSECTION MONUMENTS ARE ENCOUNTERED, THE
ENGINEER SHALL BE NOTIFIED BEFORE SUCH MONUMENTS ARE

REMOVED. THE CONTRACTOR SHALL PROTECT AND CAREFULLY
PRESERVE ALL MONUMENTS UNTIL AN AUTHORIZED SURVEYOR OR AGENT
HAS WITNESSED OR OTHERWISE REFERENCED THEIR LOCATION. THE
CONTRACTOR SHALL BE RESPONSIBLE FOR HAVING AN AUTHORIZED
SURVEYOR REESTABLISH ANY SECTION OR SUBSECTION MONUMENTS
DESTROYED BY HIS OPERATIONS.

SEEDING SHALL NOT BE PERMITTED AT ANY TIME WHEN THE GROUND IS
FROZEN, WET, OR IN AN UNTILLABLE CONDITION. LOCATIONS TO BE
SEEDED WILL BE DETERMINED BY THE ENGINEER.

INTERPRETED TO MEAN THE EDITION AS INDICATED BY THE SUBNUMBER
LISTED ON THE INDEX OF SHEETS OR THE COPY OF THE STANDARD
INCLUDED IN THESE PLANS.

THE FOLLOWING RATES OF APPLICATION HAVE BEEN USED IN
CALCULATING PLAN QUANTITIES:

COMMITMENTS
1L.ENVIRONMENTAL COORDINATION
2.CITY-STATE AGREEMENT
3.CITY-STATE MEETING MINUTES

GRANULAR MATERIALS 2.05 TONS 7/ CU YD
BITUMINOUS MAT PRIME COAT 0.08 GAL / SQ YD OR
0.375 GAL / SQ YD
AGGREGATE PRIME COAT 0.002 TONS 7/ SQ YD
BITUMINOUS RESURFACING 112 LBS 7 SQ YD / IN
SHORT TERM PAVEMENT MARKING 10 FT 7100 FT OF APPLICATION
SUPPLEMENTAL WATERING 3 GAL/SQ YD/ APPLICATION
LEVEL BINDER (HAND METHOD) 0.0005 | TONS 7/ SQ YD

ALL DAMAGE TO DEPARTMENT OWNED UNDERGROUND FACILITIES,
CAUSED BY THE CONTRACTOR SHALL BE REPAIRED TO THE
SATISFACTION OF THE DEPARTMENT AT THE CONTRACTOR'S EXPENSE.
THIS SHALL INCLUDE ALL TEMPORARY REPAIRS REQUIRED TO KEEP THE
FACILITY OPERATIONAL WHILE MATERIAL IS BEING OBTAINED TO MAKE
PERMANENT REPAIRS. SPLICING OF ELECTRIC CABLE SHALL NOT BE
ALLOWED. ELECTRIC CABLE SHALL BE REPLACED FROM POLE TO POLE
OR CONTROLLER,

THE COST OF MAKING ANY SEWER CONNECTIONS TO AN EXISTING
DRAINAGE STRUCTURE OR PIPE SHALL BE INCLUDED IN THE COST OF THE
NEW SEWER.

MEMBERS OF JULIE KNOWN TO BE WITHIN THE LIMITS OF THE
IMPROVEMENT ARE:
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